
INSTRUCTIONS FOR USE 

 
PM-ENH 

 
The Prophy Magic NLR Nosecone is intended for use by or for a dental professional 
only. Read the Instructions for Use manual before use. Follow all instructions, 
cautions, etc. mentioned herein. 
 
1. Description of parts 

 
 
 
 
 
 
 
 

 
 

 The nosecone is used exclusively for the prophy angle.  
 The nosecone is exclusively designed for the PM-E5MH Prophy Magic NLR 

motor. 
2. Specifications 
 Maximum rotation speed…….5,000 rpm 
 Installation onto motor…………Snap-on type 
 Removal from motor…..……….Pull-out type 
 Sterilization…………….…....…Steam autoclave only at 275 degrees F.                                        

for 20 minutes 
3. Installation/removal of nosecone onto/from motor 
 Installation: Insert the sleeve of the air-motor straight into the backend of 

the nosecone until the backend of the nosecone contacts the air-motor. 
 Removal: Hold the air-motor with one hand and the nosecone with the other 

hand. Overlap the hands, and then pull the nosecone from the air-motor to 
remove it. 

4. Installation/removal of prophy angle onto/from nosecone 
 Installation: Align the slit of the prophy angle with the alignment knob of 

the nosecone as illustrated below, and then install the prophy angle onto the 
nosecone until the backend of the prophy angle contacts the shoulder of the 
nosecone.  



 
 
 
 
 
 
 

 Removal: Hold the nosecone with one hand and the prophy angle with the 
other hand. Overlap the hands, and then pull the prophy angle from the 
nosecone.  

5. Sterilization 
 Place the nosecone in a sterilization pouch after wiping off debris attached to 

the surface. Autoclave the nosecone at 275 degrees F. for 20 minutes.  
 Allow a minimum of 20 minutes for the drying cycle. 

 
 

 For the first use, the nosecone must be sterilized. 
 Place the nosecone only into a sterilization pouch without combining it with 

the air-motor or any other instruments. Do not sterilize the nosecone installed 
it onto the motor. 

6. Lubrication 
 If the nosecone starts to perform sluggish, dispense Spray for 1-2 seconds 

from the backend for conditioning. 
7. Warranty 
 Prophy Magic warranties the nosecone 12 months subject to observance of 

the maintenance instructions, cautions and normal use. 
Note: Prophy Magic reserves the right to analyze and determine the cause of 
any failure.  

 
 Warranty is void, if breakage, accident or any other issues are caused by the 

neglect of instructions for use, maintenance, faulty installation, different 
usage, etc. Prophy Magic will repair the handpiece within the warranty at 
charge or free of charge at sole discretion.  
Manufacturing for:  
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